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SOVA SYSTEM K12 
CEMENT BASED WHITE 
PLASTER FOR SINGLE LAYING 
FOR INTERIOR & EXTERIOR 
SPACES 

CLASSIFICATION: OC, CS II, W1 

according to EN 998-1 

 

 

 
 
 
 
 
 
 
 
 
 

 
thickness. Flatten the surface with the 
relevant leveler and then after the material 

Ready-made plaster for single laying 
based on white cement of high strength 
with inert materials of selected granules 
and special improver additives for use on 
interior and exterior surfaces. 

 

 

 
Can be used as a plaster for single laying 
on   surfaces   prepared   with   the 
splashed mortar SOVA K10 by SYSTEM 
TECHNICA or with the quartz primer 
SYSTEM TECHNICA SUPER  CONTACT. 

It combines both layers (basic and final) 
into one offering thus many advantages 
such as application speed, high strength, 
excellent workability and an exceptional 
final surface ready to be painted indoors or 
outdoors. 

 

 

 
Make sure that the surface that has been 
prepared with the splashed mortar SOVA 
K1O is clean of dust, oil etc. Place the 
relative assisting tools if needed, such as 
guides and corners beads available from 
SYSTEM TECHNICA. 

On joints of different materials such as 
concrete with brick or insulating plates and 
hydraulic or electric channels, it is 
necessary to use the reinforcement 
fiberglass by SYSTEM TECHNICA that is 
fully encapsulated in the damp mortar to 
avoid unwanted cracks. Then wet the 
surface, mix the contents of the sack with 
clean water (approx. 5.5lit/25kg) so that a 
homogenous mixture is formed and apply 
the material by hand or mechanically using 
the appropriate equipment up to 2.5 cm 

is dried sufficiently polish with the 
appropriate damp polisher for the 
desirable final result. Drying time depends 
on the substrate, the weather conditions 
and the thickness of the applied material. 
For very special application it is 
recommended to use in addition improver 
resin TECHNOFLEX by SYSTEM 
TECHNICA. To be applied under 
temperatures between +5 and + 35 ° C. 
Especially during the summer season light 
sprinkling for up to 48 hours of application 
is recommended to avoid undesirable 
cracks. 

 

 

 

Approximately 13kg/ m² for thickness of 
1cm depending on the type of substrate. 

 

Keep in a room with low humidity and 
store on pallets up to one year from the 
date of production and always in sealed 
package 

 

Available in bags of 25kg 
 

The product contains cement and is 
classified as irritant please consult the 
safety instructions written on the 
packaging before use. 

Instructions 
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Granulometry 0.0 - 1.2mm 

Consumption 

Storage 

Packaging 

Notes 



 
 

General Information 

Form 
Cementitious 
mortar 

Color White 
Specific Weight 1.55kg/lit 
Flammable material Class A1 
Granulometry 0.0 - 1.2mm 

 

 

Application  

Mixture density 1.65kg/lit 
Max thickness 25mm 
Pot life Aprx 3h at +20°C 

Application 
temperature 

+5°C to +35°C 
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Technical Specifications 
Compressive 
Strength after 28 
days 

3.5MPa 

Flexural Strength 
after 28 days 

1.1MPa 

Temperature 
resistance 

-30° C to +95° C 

Adhesion after 28 
days 

0.4 N/mm² 

Water-vapor 
diffusion coefficient 
(µ): 

μ =5/20 

Thermal 
conductivity 
coefficient (λ10,dry) 
for P +50% 

0.77W/mk 

Capillary water 
absorption 

≤ 0,4 kg/ m² min0,5 

Compressive 
Strength after 28 
days 

3.5MPa 
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ΕΝ 998-1 : 2010 

K-12 
DoP No.: SOVA SYSTEM TECHNICA Κ-12/3000-2 

Cement based white plaster 
for single laying for interior and exterior spaces 

Classification: CSII W1 

Reaction to fire: Class Α1 

Compressive strength CSII 
Capillary water absorption W1 

Adhesion ≥ 0.3 N/mm2 (FP:B) 

Water vapor permeability Μ50/20 

Thermal conductivity λ10 dry(P=50%) 

 
 

Durability 

0.6 (W/mK) 
 

evaluation based on 
provisions valid in the 
intended place of use of 
the mortar 

 

The company guarantees the performance of the product as written in the technical data sheet - CE. These are the 
results of the company's long-standing experience and knowledge in the production and application of the product in 

practice (laboratory tests and projects autopsy). The company cannot guarantee the final result as it is impossible to  
monitor and oversee all possible product applications. Therefore, it is the user's sole responsibility to ensure that the 
product is suitable for the requirements of its project, to consult the instructions for use on the packaging and to use it  

in the right way and in the right conditions to have the ideal final result. The present edition of this technical datasheet 
automatically cancels any previous one concerning the same product. Karditsa April 2019. 
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