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minutes to settle, before it is slightly stirred 
 

 
 

Cement- based tile adhesive with special 
acrylic enhancive additives of excellent 
quality. With reduced slip (T) and large 
open application time (E). It also contains 
inert materials of selected granulometry, 
high adhesion ability, excellent workability 
and high durability to extreme temperature 
conditions. It is classified as type C1 TE tile 
adhesive according to EN 12004 standard. 

again, with a low revolution mixer. The 
mixture is ready to use and the coagulation 
time is 3 up to 4 hours depending on 
temperature. During this time, the mixture is 
mixed periodically, but no further water is 
added. Coating the adhesive on the surface 
is uniformly applied by means of a suitable 
notched trowel. The mixture that is applied 
must be covered with tiles within 30 
minutes. Application temperature is 
between 5 and 35 ° C. 

 

  
 

It is suitable for ceramic tiles installation, 
indoors and outdoors, walls or floors with 
application thickness up to 10mm. For 
special applications the special amplifying 
emulsion SYSTEM TECHNICA 
TECHNOFLEX is recommended 

 

 
 

The substrate to be covered should be free 
of any dust, paint, oils etc. capable of 
carrying the additional load. On flimsy 
substrates or substrates with high 
absorbency (plasterboards, aerated 
concrete etc.) it is recommended to apply 
the SYSTEM TECHNICA TECHNOFLEX 

product 1-2 hours before application of the 
adhesive. Smooth non-absorbent surfaces 
require the use of SYSTEM TECHNICA 
SUPER CONTACT quartz primer. For 
best result it is recommended to wet the 
surface before the application. The content 
of the bag is mixed in a ratio of 25 kg of 
adhesive with 6lit (± 0,25 lit) of clean water, 
until a homogeneous mixture is formed. 
The mixture should be left for about 5-7 

2.5 - 4.5kg /m², depending on the trowel’s 
notch size, tile size and the nature of the 

substrate. 
 

 
Keep in a room with low humidity and store 
on pallets up to one year from the date of 
production and always in sealed package. 

 
 

 

 
Available in bags of 25kg 

Description 

Fields of application 
Consumption 

Instructions for use 

Storage 

Packaging 



 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Based on EN 12004 

 
 
 
 

STORISMENOS BROS SA 

Factory : Ring Road Karditsas Trikalon 
43100 Karditsa 

TEL 2441076341 FAX 
2441026283, e-mail: 
systemtechnica2@gmail.com 

The product contains cement and is 
classified as irritant please consult the 
safety instructions written on the packaging 
before use. 

 
The product is also produced under the 
trademark MASTERKOLL with the same 
technical specifications 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

  

 

 

Notes Technical Specifications 

Form Dry powder 

Color White/Grey 

Water requirement 6lt per 25kg 
bag (± 0,25 lit) 

Mixture composition Very thick 

Maturing time 5-7 min 

Specific Weight 1.46kg/lit 

Mixture density 1.65 kg/ lit 

Application 
Temperature 

+5° C and +35 
°C. 

Application thickness 10mm 

Pot life 3-4 hours 

Open Application Time Approx 30min 

Minor adjustments 
open time 

Approx 20 min 

Slip ≤ 0.5 mm 

Temperature 
Resistance 

-20° C to +70° C 

Grouting on walls After 8 hours 

Grouting on floors After 24 hours 

Tensile adhesion 
strength after 28 days 
according (EN1348) 

1.10 N/ mm² 

Tensile adhesion 
strength after heat 
ageing At +70° C for 
14 days (EN1348) 

0.82 N /mm² 

Tensile adhesion 
strength after water 
immersion for 14 days 
(EN1348) 

0.77 N/ mm² 

Tensile adhesion 
strength after 25 
freeze thaw cycles(EN 
1348) 

0.7O N/ mm² 

Flammable material NO 
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STORISMENOS BROS S.A. 
Factory : Ring Road Karditsas Trikalon 43100 Karditsa 

TEL 2441076341 FAX 2441026283, e-mail: systemtechnica2@gmail.com 
11 

ΕΝ 12004 : 2007 + Α1 : 2012 

PLUS WHITE 
Dop No.: SYSTEM TECHNICA PLUS WHITE / 5000 - 01 
Regular cementitious adhesive with a extended open time 

and reduced slip 
Classification: C1TE 

For internal and external tiling 

Reaction to fire: Class Α1 

Adhesion, as: 
 

Initial tensile adhesion strength ≥ 0,5 Ν/ mm² 

Bond Strength as: 
 

Tensile adhesion strength after heat ageing ≥ 0,5 Ν/ mm² 

Tensile adhesion strength after water immersion ≥ 0,5 Ν/ mm² 

Tensile adhesion strength after freeze thaw cycles ≥ 0,5 Ν/ mm² 

Release of dangerous substances: See MSDS 
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ΕΝ 12004 : 2007 

PLUS GREY 
DoP No.: SYSTEM TECHNICA PLUS GREY/ 5000 - 02 

Regular cementitious adhesive with a extended open time and reduced slip 
Classification: C1TE 

For internal and external tiling 

Reaction to fire: Class Α1 

Adhesion, as: 
 

Initial tensile adhesion strength ≥ 0,5 Ν/ mm² 

Bond Strength as: 
 

Tensile adhesion strength after heat ageing ≥ 0,5 Ν/ mm² 

Tensile adhesion strength after water immersion ≥ 0,5 Ν/ mm² 

Tensile adhesion strength after freeze thaw cycles ≥ 0,5 Ν/ mm² 

Release of dangerous substances: See MSDS 
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STORISMENOS BROS S.A. 
Factory : Ring Road Karditsas Trikalon 43100 Karditsa 
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ΕΝ 12004 : 2007 + Α1 : 2012 

MASTERKOLL WHITE 
DoP No. :SYSTEM TECHNICA MASTERKOLL WHITE / 5000 - 03 

Regular cementitious adhesive with a extended open time 
and reduced slip 

Classification: C1TE 
For internal and external tiling 

Reaction to fire: Class Α1 

Adhesion, as: 
 

Initial tensile adhesion strength ≥ 0,5 Ν/ mm² 

Bond Strength as: 
 

Tensile adhesion strength after heat ageing ≥ 0,5 Ν/ mm² 

Tensile adhesion strength after water immersion ≥ 0,5 Ν/ mm² 

Tensile adhesion strength after freeze thaw cycles ≥ 0,5 Ν/ mm² 

Release of dangerous substances: See MSDS 
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STORISMENOS BROS S.A. 
Factory : Ring Road Karditsas Trikalon 43100 Karditsa 

TEL 2441076341 FAX 2441026283, e-mail: systemtechnica2@gmail.com 
11 

ΕΝ 12004 : 2007 + Α1 : 2012 

MASTERKOLL GREY 
DoP No.: SYSTEM TECHNICA MASTERKOLL GREY/5000-04 

Regular cementitious adhesive with a extended open time 
and reduced slip 

Classification: C1TE 
For internal and external tiling 

Reaction to fire:  

 Classification Α1 
Adhesion, as:  

Initial tensile adhesion strength ≥ 0,5 Ν/ mm² 

Bond Strength as: 
 

Tensile adhesion strength after heat ageing 
 

 ≥ 0,5 Ν/ mm² 
Tensile adhesion strength after water immersion 

 ≥ 0,5 Ν/ mm² 
Tensile adhesion strength after freeze thaw cycles 

 ≥ 0,5 Ν/ mm² 
Release of dangerous substances: See MSDS 

 

The company guarantees the performance of the product as written in the technical data sheet - CE. These are the 
results of the company's long-standing experience and knowledge in the production and application of the product in 
practice (laboratory tests and projects autopsy). The company can not guarantee the final result as it is impossible to 
monitor and oversee all possible product applications. Therefore, it is the user's sole responsibility to ensure that the 
product is suitable for the requirements of its project, to consult the instructions for use on the packaging and to use it 
in the right way and in the right conditions to have the ideal final result. The present edition of this technical datasheet 
automatically cancels any previous one concerning the same product. Karditsa April 2019. 
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