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Multicolor is a two-component epoxy 
grout, consists of epoxy resins and 
selected stone, especially reinforcing and 
colored dyes. The hardening is achieved 
by the chemical reaction caused by the 
mixing of the two above ingredients. The 
resulting mixture is creamy, easy to be 
worked and cleaned with water 
immediately before it starts to harden. The 
Multicolor epoxy grout of two component, 
can be used for the grouting of tiles (all 
kinds). The Epoxy grout of two component 
have excellent gripping ability on any 
application surface, hardens without 
shrinkage and reaches top mechanical 
and chemical resistance. When the 
hardening is complete it is completely 
waterproof and resists the acid. 

The Multicolor epoxy grout is suitable for: 
grouting tiles, marbles and natural stones, 
or of stones of different dimensions that 
come in contact with moisture (e.g. green 
marbles etc. It is also suitable for resin 
rocks or any kind of ceramic tiles either 
indoors or outdoors which have the width 
of 2 to 10 mm. It is used as a 'sealer' for 
swimming pools, baths, water tanks and in 
areas where specific hygienic regulations 
apply such as in hospitals, nutrition 
factories, industrial laboratories etc 

 

 
Use plenty of water in order to clean your 
hands and your tools, before the material 
becomes hard. 

 

 

 
 

The application surface must be free of 
dust, grease, oil etc and capable of 
carrying the additional weight. The two 
components of the epoxy grout are 
predefined, and therefore it is impossible 
to make a mistake in their mixture. Pour 
component B to component A and stir for 
20 minutes. Spread the mixture on the 
tiles, by the help of a notched trowel using 
the opposite direction of the gaps, so that 
you fill them in the best possible way. Be 
aware, that if you leave a gap unfilled or 
not fully filled, then there is a possibility of 
leakage. Immediately clean the surface by 
a wet cloth, rinse and repeat for many 
times. The cleaning of the surfaces should 
be done immediately, as the grout 
hardens, making thus not impossible to 
clean. We recommend you to fill gaps of 
certain small surfaces then clean 
simultaneously. 

The product should be preserved in places 
of low moisture and always on pallets The 
Multicolor epoxy grout is maintained for 
12 months in its genuine packaging and 
do not expose directly to the sun 

 

 

Available in 3kg & 5kg plastic containers 

Storage 

Instructions for use 

Description - Usage Application 

Cleaning 

Packaging 



Technical Specifications 
Resistance to 
abrasion 

165mm3 

Flexural strength 32 N /mm² 

Compressive 
strength 28 days 

54 N /mm² 

Water absorption < 0.1gr 
Acid resistance Very Good 

Temperature 
resistance 

-40° C to +110° C 

Pot life 90min 23° C & 50% 

Application 
temperature 

+7 ° C to +35 ° C 

Compliance RG EN 13888 

 

The material is resistant to 
Acids-Bases-Cleaning Agents-Sea 
water & Chloride. 
It is appropriate for drinking water 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

STORISMENOS BROS SA 
Factory : Ring Road Karditsas Trikalon 
43100 Karditsa TEL 2441076341 FAX 
2441026283, e-mail: 
systemtechnica2@gmail.com 
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